
Features
24/7 All time color

1/2.9" 2.4MP CMOS Image sensor

4 mm fixed lens

25/30fps@2.4MP

0.01Lux@(F1.2,AGC ON)，0LUX with IR

Support 3D DNR and digital WDR

Support UTC

Product code T18091

Image Sensor 1/2.9" CMOS Image Sensor

Resolution 2.4MP

Lens M12 4mm F1.6 fixed lens

System PAL/NTSC

Video Output TVI/AHD/CVI/CVBS output

Minimum Illumination 0.01Lux@(F1.2,AGC ON)，0LUX with IR

Warm LED 2 Pcs soft warm light

IR Range 20 Meters

Gain Control (AGC) Auto

Shutter Auto

White Balance ATW / MWB

D/N AUTO/COLOR/B/W

Back Light Comp Support 

Frame Rate 25/30fps@2.4MP

Power Input DC Input 12V – 1A

Power Consumption ≥5W

Operation Temperature/Humidity -10℃ to +50℃ / 30% to 80% RH

Storage Temperature/Humidity -20℃ to +60℃ / 20% to 90% RH

Dimension H90xW104xD104

Housing type Plastic Dome

Weight Net 0.157Kg

Weight Gross 0.248Kg

  Product housing specifications are subject to change without prior notice.

AHD 2.4MP Dome All Time Color Camera 
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